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SPECIFICATIONS

MH800 Series MH920 Series

Overall length 8.6m 9.8m

Hull length 7.4m 8.5m

Beam external 2.7m 2.7m

Beam internal 2.1m 2.1m

Hull thickness 6mm 6mm

Treadplate floor 4mm 4mm

Transom dead rise 18° 18º

Transom 635mm (25”) 635mm (25”)

Width on trailer 2.7m 2.7m

HP rating 200–300hp 200–300hp+

Recommended HP 250hp 300hp
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Typhoon Hard Tops 
MH800 & MH920

For the serious trailer boatie, the MH800 and MH920 models fit 

the bill.

It’s a fast, safe, soft riding, extreme fishing machine, which has 

been developed with the hunter in mind.

Both models have the ability to be towed throughout New 

Zealand when the ‘big fish’ are within range, and are made 

to be outboard powered with a twin rig or single 300–350 

horsepower motor.

Fitting a stern drive diesel of 250–350 horsepower is also an 

option, offering high-performance with economy.

The larger Senator Typhoon is available as an open hard top, 

lockable forward cabin, or lock-up wheelhouse giving plenty 

of room for a toilet, oven, sink, and more. Talk to us about the 

layout you require.

Whether it’s fishing, diving or family fun you’re after, these 

models can be customised to your suit your needs.




